
POWER HARROWS
MEK 80 ■ 100 ■ 120 ■ 160 ■ 220 ■ 300

MekFarmer

Why is Breviglieri the best choice!
Lower tractors’ HP:
The “phased rotor” design and the
particular shape of the blades, which are
the result of  proven experience and field
tests are specifically designed by
BREVIGLIERI engineering department.
When working, this allows the impact
with the ground surface, to be reduced to
a minimum, also reducing the power
consumption and therefore giving a
greater breakdown of the clods.
Field tests have proved over and over
again that BREVIGLIERI machines give
you a higher yield per HP: this leads to
substantial fuel saving per worked
hectare which means in economical
terms a higher yield per time unit.

Research and Development and
Control during the different
manufacturing phases:
The gearboxes, blade-holders and rotor
gears, specifically designed by
BREVIGLIERI engineering department, are
made in our own factory and are
carefully checked for their quality and
technical features at every phase of their

production. This decision to keep strictly
inside the factory the work and the
control of the more “noble” parts, which
are the most technically strategic
components, shows how much the
concept of quality is closely followed by
the company.

The peculiar features of the
product:
Replacing blades has been made easier
by using a special double-headed nut,
which does away with the need for
spanners in awkward places and reduces
maintenance time! The heads of the
fixing bolts are also protected from wear
by a special pressed plate.
Thanks to “b-fast”, the new patented
system for quick replacement of the worn
blades  available for all the “top” line of
BREVIGLIERI machines, it is possible to
replace the blades quickly and safely
directly in the field. This option, unique in
its type, guarantees a complete
interchangeability if compared with the
traditional system and has been designed
to be used both on old and new models.

Safety at work:
The exclusive system of rotor stone
protection composed of a strong steel
collar fixed around the blade holder and
directed welded onto the blade holder
support, guarantees safety to the rotating
elements protecting them from the
projection of stones, pebbles, iron threads
etc, having an anti-clogging function
against crop residues and other foreign
bodies present in the soil.

Interchangeability:
This is the key word of BREVIGLIERI
building concept.
According to a design concept that takes
into consideration the operator’s needs
to compose and “customise” the
machine according to specific needs, a lot
of basic accessories and components are
interchangeable: this is the case of the
different types of rollers (CAGE, SPIKED,
PACKER, CRUMBLING and COIL), which
are very often standardised and
completely interchangeable.

Versatility:
The reduction of operating costs (hours
per worked hectare) can be further
emphasized by coupling the power
harrow to a seed drill by means of
hydraulic or mechanical linkages thus
obtaining a true “working site”.
It is well known that combine work,
allowing two operations in a single pass,
considerably reduces the operating costs
(fuel and time) and limits the negative
effect of compacting the soil caused by
repeating tractor passes.

Updating:
The BREVIGLIERI POWER HARROWS
working widths all take into
consideration the most recent law
regulations regarding road transport and
the relative allowed transport widths in
the full respect of current “CE” Europe
Union regulations. All the models from
3.00m upwards fully respond to the
allowed measurements for road
transport.

MekFarmer
Over 50 years of tested experience
as “true specialists” of agricultural
machinery for the working of the
ground, allows us to offer a
completely renewed range of
ROTARY POWER HARROWS in order
to respond to the needs of modern
farmers and professionals of
agriculture. Quality and rapidity of
work, efficiency, versatility and low
operating costs, respect for the

environment, EU safety regulations,
interchangeable accessories and
components, easy and smooth
maintenance: this is the heart of the
BREVIGLIERI building concept,
practically translated into 6 new
lines of FIXED POWER HARROWS.
Here is MekFarmer the new
BREVIGLIERI challenge always at the
cutting edge of technological
innovation.

A completely
new range
for 30-300 HP
tractors intended
for working
specialised crops
as well as 
preparing 
the soil
in large fields.

SPIKED ROLLER CAGE ROLLER PACKER ROLLER COIL ROLLER CRUMBLING ROLLER
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Power harrows Rotary
tillers

Interrow
cultivators

Rotary
cultivators

Mulchers Grass
cutters

Ditchers Mechanical
Seed Drills

Precision
Seed Drills

Mek 80 Mek 100 Mek 120 Mek 160 Mek 220 Mek 300

Tractor max HP 30-80 60-100 70-120 100-160 140-220 160-300
3 point hitch cat I II II lll III III

Number of rotors / Blades:
m. 1.30 6 / 12 / / / / /
m. 1.50 7 / 14 / / / / /
m. 1.70 8 / 16 / / / / /
m. 2.00 10 / 20 10 / 20 / / / /
m. 2.30 11 / 22 11 / 22 9 / 18 / / /
m. 2.50 / 12 / 24 10 / 20 / / /
m. 3.00 / 14 / 28 12 / 24 12 / 24 12 / 24 12 / 24
m. 3.50 / / / 14 / 28 14 / 28 14 / 28
m. 4.00 / / / 16 / 32 16 / 32 16 / 32
m. 4.50 / / / / 18 / 36 18 / 36
m. 5.00 / / / / / 20 / 40

Multi-speed gear drive / OPT STD STD STD STD

PTO rpm 540 540 540 1000 1000 1000
Speed - standard gears, rpm 324 293-358 311-275 323-362 332-370 332-370

- optional gears, rpm / 265-396 351-244 288-406 298-413 298-413

Rear PTO / OPT STD STD STD STD

Seedrill linkage:
- mechanical Kg. 800 / OPT OPT / / /
- hydraulic, 1 cylinder Kg.1200 / OPT OPT / / /
- hydraulic, 2 cylinders Kg.2000 / / OPT OPT OPT OPT

Roller adjustment:
- pin STD STD STD STD STD STD
- double bolt / OPT OPT OPT OPT OPT
- hydraulic / / OPT OPT OPT OPT

Types of blades (lenght x width):mm
- Type 260 x 12 STD STD / / / /
- Type 300 x 12 / / STD STD STD /
- Type 300 x 15 / / OPT OPT OPT OPT
- Type 320 x 16 / / / / / STD
- Type „b-fast“ quick replacing system (300x15 mm) / / OPT OPT OPT OPT

Roller dimensions: mm

- spiked roller Ø 477 STD STD STD / / /
- spiked roller Ø 525 / OPT OPT STD STD STD

- cage roller  Ø 405 STD STD STD / / /
- cage roller  Ø 450 / OPT OPT STD STD STD
- cage roller  Ø 500 / / / OPT OPT OPT

- packer roller  Ø 406 STD STD / / / /
- packer roller  Ø 464 / OPT STD STD STD /
- packer roller  Ø 500 / / OPT OPT OPT STD

Stones collar protection:
- ring on each rotor welded on blade-holder support OPT OPT OPT OPT OPT OPT

Rear levelling bar STD STD STD STD STD STD

“CE” safety regulations STD STD STD STD STD STD
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HP 30-80 Mono-speed gearbox 
versions: m.1.30-1.50-1.70-2.00-2.30

HP 60-100 Mono or multi-speed gearbox
versions: m.2.00-2.30-2.50-3.00
These two models have been designed above all for
specialised crops like vegetables, in vineyards, in
orchards and in nurseries.
Sturdy but at the same time rational and economical
in their building solutions, these machines are
intended for small and medium tractor HP.
Manoeuvrable and of reduced weight, they have
been designed with a higher number of blade-holder
rotors, proportionate to the working width (ex. 14
rotors in 3 metres), to ensure a greater breakdown
of the clods and a lower power requirement.

HP 70-120
versions: m.2.30-2.50-3.00 
Ideal for average HP and for seed drill combination
work, this is the “average” model for working in
small and medium size farms as well as for
contractor’s jobs, thanks to its wide choice of
available accessories.

HP 100-160
versions: m.3.00-3.50-4.00 
This model is the result of decades of experienced
testing. Intended mainly for medium and large
size farms as well as for contractors’ job, as it
makes it possible to do seed drill combination
work.

HP 140-220
versions: m.3.00-3.50-4.00-4.50 
High quality mechanics has gone into this new model of
machine to respond to the needs of large farms and
also to the demanding category of contractors.
They are machines intended for combine work with
either pneumatic or mechanical seed drills, which
designs have adopted the most innovative solutions
in the sector.

HP 120-300
versions: m.3.00-3.50-4.00-4.50-5.00 
This model is a chapter on its own: vanguard design
and technical solutions for the “super-top” of the
range intended for the true professionals of
agriculture and absolutely necessary to the most
modern and demanding contractor: opposed and
pre-calibrated conical bearings are one of the
strongest technical points.
But this is in combine work with the
newest generation of pneumatic and
mechanical seed drills that these machines
become a true “working site” and a true
technological investment giving high performances
even in the most difficult conditions.
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This line of power harrows has also been
studied, with a seed drill combination work in
mind, by means of a mechanical or hydraulic
linkage. Standard equipment includes in all the
working widths, speed change by gears and
rear PTO, as well as the rear levelling bar and
sturdy reinforcement brackets which link the
headstock structure to the top end of the
trough assembly to guarantee maximum
strength and reliability.
To respond efficiently to heavy mechanical
stress the machine is submitted to, in

particularly when doing combine work, this
model has been designed giving importance to
the structural stability of the trough assembly
making it in a 7mm special steel plate.
BREVIGLIERI has also given a lot of attention
to the interchangeability of components and
accessories in the whole of the range.
Therefore the available equipment includes
stone protection collars, rear rollers for all
types of soil, 300x12 mm blades and on
request 300x15m blades and the quick
replacing “b-fast” system.

This is an absolutely new line of machines that
further enriches the wide BREVIGLIERI range.
Made to respond to the needs of a particular
HP range and to do a highly professional work
in the most difficult conditions, as in the case
for contractors and large farms.
Designed for 140-200 HP tractors, this line also
offers the most advanced technological
solutions: inside the trough assembly there is a
unique protection system for the upper
bearing and the oil seals fixed onto the
rotors have double static and dynamic

seals,  to offer maximum protection against
outside contaminating agents like mud, dust
and water.
Standard on all models: multi-speed gear
change and rear PTO, rear levelling bars and
side reinforcement brackets, and there is a
wide choice of offered accessories to allow the
operator to “customise” the machine

according to particular needs starting from
300x15mm blades (on request “b-fast” quick
replacing system), all types of rear rollers this is
to say CAGE, SPIKED, PACKER, COIL and
CRUMBLING, with a pin adjustment and on
request a double bolt or hydraulic adjustment.

This is a line of models mostly suitable for the
preparation of soil where there is a need for a
particular breakdown of the clods to obtain a
perfect seedbed: the ratio between the
number of the rotors and the overall working
width, establishes a particular and intense
action in the crushing of the clods, which can
be particularly important for the cultivation of
vegetables and nursery crops. 
Standard equipment includes a single-speed

gearbox (multi-speed on request) as well as
sturdy 260x12mm blades (for a 22-25cm

max. working depth) and a rear
levelling bar.

All versions have the possibility to mechanical
(800 kg) or hydraulic (1200 kg) linkage for
combine work.
The floating spring loaded side shields have
the dual function of making the earth flow
down, of lifting according to the desired depth
and to absorb, opening outwards, the side
shocks caused by stones and big clods.
Optional equipment includes stone protection
collars, rear PTO and several types of rear
rollers (CAGE, SPIKED, PACKER, COIL and
CRUMBLING) with a standard pin adjustment
and on request  by double bolt: accessories
which increase the possibility of “customising”
the machine to the particular working need.

A line of models which are the perfect match
between reliability, time saving and low power
requirement, together with high work
performance.
These features show themselves in a heavy-
duty and compact structure able to guarantee
a high level of stability to the machine coupled
to medium HP tractors allowing at the
same time an excellent and smooth
movement.
It is well known that an increased use
of power harrow coupled to seed
drill brings a lot of stress to the
power harrow itself.
This is why, starting from the

model MEKFARMER 120,  a particular
importance has been given to the structural
stability of the trough assembly making it with
a 5 mm special steel plate protecting it from
bending and torsional stress.
Always according to their use in combine
work, these models are equipped with rear
PTO and on request they can be equipped with

side reinforcement bars (3m.
version only) that

increase their stability.
The floating side

shields with
connecting rod,

follow the
contour of the

soil efficiently
thanks to

their outwards opening and at the same time
absorbing the side shocks, caused by impact
with stones and big clods. On request, single
rotors can be equipped with protection collars
which prevent stones and pebbles getting
wedged between rotors and the base of the
trough assembly.
Standard equipment also includes a rear
levelling bar for better levelling of the ground,
different types of rear rollers (CAGE,  SPIKED,
PACKER , COIL and CRUMBLING) with a pin
adjustment and on request with a double bolt
or hydraulic adjustment.

“Top” of the range to obtain the maximum
level of professional work, this line has been
designed for 120-300 HP tractors and up to
5.00m working width.
Decades of BREVIGLIERI experience show at
their best in the design of these machines,
built and tested for intensive jobs and extreme
work conditions.
Among the chosen solutions and innovations,
we can just mention a few: the special blade
holder which allows fitting the opposed,
oversize conical bearings already pre-calibrated
in our factory (so they do not require any
maintenance); the two-speed gearbox with

rear PTO (while, on request, in the near future
a lever gear change will be also available);
standard 320x16mm special blades besides the
300x15mm ones, also available in the “b-fast”
quick replacing version.
Even the extreme sturdiness of the structure
(the trough assembly is made in 7mm special
steel thickness) reinforced by big side bars
allows a better combine work with the
mechanical or pneumatic seed drills of the last
generation.
The accessories and rear rollers fitted on
request are numerous and really “top of the
class” confirming BREVIGLIERI’s philosophy
which puts maximum efficiency, quality and

quickness at the centre of their building
concept. 

The new BREVIGLIERI FIXED POWER
HARROWS family, offers 6 model
types with 24 versions, working
widths from 1.30 to 5.00m. 
suitable for 30-300 HP tractors and
with single and multi-speed
gearboxes.

They have been studied and
constantly perfected to be used in
small, medium and large farms, as
well as for contractors’ jobs: high
performance, time saving and low
power absorption from tractors, are
their main strong points that makes it
worth investing into a BREVIGLIERI
product.

These model types are intended for small
and medium size farms. All versions are
fitted with a 324 rpm gearbox, 260x12mm
sturdy blades (for a 22-25 max working
depth) and are equipped with spring
loaded side shields which outwards rotation
allows their opening in case of impact with
stones. Standard equipment includes a
sturdy rear levelling bar for better levelling
and equalizing of the ground, essential to
obtain a perfect seedbed.

On request, single rotors can be equipped
with protection collars that  prevent stones
and pebbles getting wedged between
rotors and the base of the trough assembly.
All the different rear rollers (CAGE, SPIKED
and PACKER) are equipped with a pin
adjustment.

The new range of
Fixed Power Harrows

MekFarmer
80 - 100 - 120

160 - 220 - 300
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Accessories and devicesHP 70-120
versions: m.2.30-2.50-3.00 

HP 30-80
versions: m.1.30-1.50-1.70-2.00-2.30

HP 60-100
versions: m.2.00-2.30-2.50-3.00

HP 140-220
versions: m.3.00-3.50-4.00-4.50  

HP 100-160
versions: m.3.00-3.50-4.00 

HP 120-300
versions: m.3.00-3.50-4.00-4.50-5.00 

High-versatility & modular construction

of the machines, thanks to a wide range

of available accessories.

- Floating spring loaded side shield 

- Floating side shield with connecting rod

- Roller pins’ adjustment

- Roller double bolt adjustment 

- Roller hydraulic adjustment 

- Scrapers’ adjustment of the packer roller

- Hydraulic seeder linkage

- Track eradicators

- Stones protection collars
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